
GENERAL

SPECIFICATIONS

52-20 ISOLATOR

Owner's Manual

The 52-20 Isolator has been designed to operate in the most severe environments. The 52-20 has

been designed to meet the requirements for the 12Vdc Medical Equipment stated in section 3.7.6 of

the GSA specification KKK-A-1822F.

  Maximum Amperage: 20 Amps

  Input Voltage: 0-30 Vdc

  Max Ambient temperature: -67ºF to +257ºF (-55ºC to +125ºC)

  Fuse or Circuit Breaker 20 Amps max.

Customer supplied overload protection must be in series with +12Vdc

input, and should be 25% greater.

*CAUTION
THE STUDS (TERMINALS) ON THE 52-20 ISOLATOR ARE SOLDERED TO THE INTERNAL PRINTED CIRCUIT

BOARD. OVER TORQUING WILL DAMAGE THE PRINTED CIRCUIT BOARD.

MOUNTING DIMENSIONS
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*TORQUE RANGE 28-35 IN-LBS

+
1
2
V

L
O
A
D

M
E
D
IC

A
L
 E
Q
U
IP

M
E
D
IC

A
L
 E
Q
U
IP

M
E
D
IC

A
L
 E
Q
U
IP

M
E
D
IC

A
L
 E
Q
U
IP
M
E
N
T

M
E
N
T

M
E
N
T

M
E
N
T

S
C
H
O
T
T
K
Y
 IS

O
L

S
C
H
O
T
T
K
Y
 IS

O
L

S
C
H
O
T
T
K
Y
 IS

O
L

S
C
H
O
T
T
K
Y
 IS

O
L
A
T
O
R

A
T
O
R

A
T
O
R

A
T
O
R

M
o
d

M
o
d

M
o
d

M
o
d
e
l

e
l

e
l

e
l

5
2

5
2

5
2

5
2
-2
0

-2
0

-2
0

-2
0

T
h
is
 p
ro
d
u
c
t 
c
o
n
ta
in
s
 a
 c
h
e
m
ic
a
l 
(L
e
a
d
) 
k
n
o
w
n
 t
o
 t
h
e
 S
ta
te
 o
f 
C
a
lif
o
rn
ia
 t
o

c
a
u
s
e
 c
a
n
c
e
r 
a
n
d
 b
ir
th
 d
e
fe
c
ts
 o
r 
o
th
e
r 
re
p
ro
d
u
c
tiv
e
 h
a
rm
.

W
a
rn
in
g
:

T
h
is
 p
ro
d
u
c
t 
c
o
n
ta
in
s
 n
o
 i
n
te
rn
a
l 
c
u
s
to
m
e
r 
s
e
rv
ic
e
a
b
le
 c
o
m
p
o
n
e
n
ts
.


